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TREVIFORM

Tensioning form finishers dedicated to jackets and coats available with or without built-in boiler. Both versions can be equipped with

a regular form or a narrow form.

Product codes: 5142, 5145, 5143, 5146, 5152, 5155, 5153, 5156

 WATCH VIDEO

https://www.youtube.com/embed/tDP1eooL9Kg?rel=0
https://www.youtube.com/embed/tDP1eooL9Kg?rel=0
https://www.youtube.com/embed/tDP1eooL9Kg?rel=0
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 TREVIFORM CATALOGUE

DESCRIZIONE: Tensioning form finisher for jackets, coats and similar. Allows to dramatically increase productivity as
manual operation is limited to few touch ups of lining and details.Standard “anti stretch” device that forms the
shape of the garment without it overstretching.The form is available in two sizes: regular and narrow. Both of them
are available for both versions of the Treviform (with boiler or without boiler).

EFFECTIVE

The Treviform tensioning form finisher is the top-quality choice for jackets and coats. An accurate tensioning system
guarantees superior quality of finishes, reducing touch-ups to a minimum, for high productivity without
compromises on quality.

IMMEDIATE

The machine is comfortable to use and simple for any operators to run.The TreviTouch touch screen control panel
facilitates use especially through the Smart interface that allows you to control all movements of the machine very
quickly.The machine is activated by means of a single pedal. | 

MAIN FEATURES

https://www.trevil.com/wp-content/uploads/2239_Treviform_ENG-QR-Code.pdf
https://www.trevil.com/wp-content/uploads/2239_Treviform_ENG-QR-Code.pdf
https://www.trevil.com/wp-content/uploads/2239_Treviform_ENG-QR-Code.pdf
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The form is available in two sizes: regular and narrow
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Allows to finish small size or fitted ladies jackets
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360° form rotation

The form pivots to make a full rotation. This makes it easier to load the garment and allows to check the quality of the finish
during the cycle, and to make touch ups.

Trevi-touch touchscreen display

Each movement is electronically controlled with a simple touch.

Unlimited custom programs
Can be translated in any language
Provides simple visual interface
Password-protected programming
Integrated Service and troubleshooting software

 WATCH VIDEO

https://youtu.be/xfOwNoDWw_w?rel=0
https://youtu.be/xfOwNoDWw_w?rel=0
https://youtu.be/xfOwNoDWw_w?rel=0
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Available with 8 litres built-in boiler
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Compact size

Convenient control pedals

Electronic blowing strength adjustment (Mod. 5143, 5153)
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Manual blowing strength adjustment (Mod. 5142, 5152)

Oil level gauge
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Telescoping height up to 140 cm

Large span telescoping height, for garments up to 140 cm long. With automatic height adjustment by photocell.

Wooden sleeve expanders
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Plastic sleeve hem expanders

Removable lapel clamp
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Pneumatic clamps for side vents

OPTIONS

Steaming brush with cable stand

FIND OUT MORE

https://www.trevil.com/en/products/irons-and-accessories/spotting-guns/#tab-speedy-brush
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All steam iron

FIND OUT MORE

TECHNICAL SPECIFICATIONS

5142 5143 5152 5153

Description

Without boiler with
manual blowing
adjustment.
(Regular form)

Without boiler with
electronic blowing
adjustment.
(Regular form)

7,5 kW boiler with
manual blowing
adjustment.
(Regular form)

7,5 kW boiler with
electronic blowing
adjustment.
(Regular form)

Electrical
requirements

400V 3N 50Hz
220V 3 60Hz

400V 3N 50Hz
220V 3 60Hz

400V 3N 50Hz
220V 3 60Hz

400V 3N 50Hz
220V 3 60Hz

Total power
1,1 kW
1,1 kW

1,1 kW
1,1 kW

9,4 kW
9,4 kW

9,4 kW
9,4 kW

Suction power
1,1 kW
1,48 HP

1,1 kW
1,48 HP

1,1 kW
1,48 HP

1,1 kW
1,48 HP

Pump power – –
0,6 kW
0,85 HP

0,6 kW
0,85 HP

https://www.trevil.com/en/products/irons-and-accessories/all-steam-iron/
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5142 5143 5152 5153

Steam consumption
20 kg/h
44 lbs/h

20 kg/h
44 lbs/h

20 kg/h
44 lbs/h

20 kg/h
44 lbs/h

Air consumption
5 Nl/min
0,18 cfm

5 Nl/min
0,18 cfm

5 Nl/min
0,18 cfm

5 Nl/min
0,18 cfm

Steam pressure
5 bar
72 PSI

5 bar
72 PSI

5 bar
72 PSI

5 bar
72 PSI

Air pressure
600 kPa
87 PSI

600 kPa
87 PSI

600 kPa
87 PSI

600 kPa
87 PSI

Footprint
620 x 820 mm
24″ x 32″

620 x 820 mm
24″ x 32″

620 x 980 mm
24″ x 39″

620 x 980 mm
24″ x 39″

Dimensions
1200 x 890 x 1570 –
2320 mm
47″ x 35″ x 62″ – 91″

1200 x 890 x 1570 –
2320 mm
47″ x 35″ x 62″ – 91″

1200 x 1050 x 1570 –
2320 mm
47″ x 41″ x 62″ – 91″

1200 x 1050 x 1570 –
2320 mm
47″ x 41″ x 62″ – 91″

Net weight
135 kg
298 lbs

135 kg
298 lbs

145 kg
320 lbs

145 kg
320 lbs

 

5145 5146 5155 5156

Description

Without boiler with
manual blowing
adjustment.
(Narrow form)

Without boiler with
electronic blowing
adjustment.
(Narrow form)

7,5 kW boiler with
manual blowing
adjustment.
(Narrow form)

7,5 kW boiler with
electronic blowing
adjustment.
(Narrow form)

Electrical
requirements

400V 3N 50Hz
220V 3 60Hz

400V 3N 50Hz
220V 3 60Hz

400V 3N 50Hz
220V 3 60Hz

400V 3N 50Hz
220V 3 60Hz

Total power
1,1 kW
1,1 kW

1,1 kW
1,1 kW

9,4 kW
9,4 kW

9,4 kW
9,4 kW

Suction power
1,1 kW
1,48 HP

1,1 kW
1,48 HP

1,1 kW
1,48 HP

1,1 kW
1,48 HP

Pump power – –
0,6 kW
0,85 HP

0,6 kW
0,85 HP
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5145 5146 5155 5156

Steam consumption
20 kg/h
44 lbs/h

20 kg/h
44 lbs/h

20 kg/h
44 lbs/h

20 kg/h
44 lbs/h

Air consumption
5 Nl/min
0,18 cfm

5 Nl/min
0,18 cfm

5 Nl/min
0,18 cfm

5 Nl/min
0,18 cfm

Steam pressure
5 bar
72 PSI

5 bar
72 PSI

5 bar
72 PSI

5 bar
72 PSI

Air pressure
600 kPa
87 PSI

600 kPa
87 PSI

600 kPa
87 PSI

600 kPa
87 PSI

Footprint
620 x 820 mm
24″ x 32″

620 x 820 mm
24″ x 32″

620 x 980 mm
24″ x 39″

620 x 980 mm
24″ x 39″

Dimensions
1200 x 890 x 1570 –
2320 mm
47″ x 35″ x 62″ – 91″

1200 x 890 x 1570 –
2320 mm
47″ x 35″ x 62″ – 91″

1200 x 1050 x 1570 –
2320 mm
47″ x 41″ x 62″ – 91″

1200 x 1050 x 1570 –
2320 mm
47″ x 41″ x 62″ – 91″

Net weight
135 kg
298 lbs

135 kg
298 lbs

145 kg
320 lbs

145 kg
320 lbs


